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LETTER OF VALIDATION OF FOREIGN TYPE CERTIFICATE OR
SUPPLEMENTAL TYPE CERTIFICATE

TO BE USED IN APPLICATION FOR CERTIFICATE OF AIRWORTHINESS
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This Letter validates the following Type Certificate or Supplemental Type Certificate:

bUUVBIRINAYIU (Model): Piper PA-31-350
lususeauuLav¥ (Type Certificate No.) : A20SO
aﬂﬁ%’u%%’mamw (Type Certificate Holder): Piper Aircraft, Inc.

nigUNean/dsend (The issuing Authority/The State of Design): Federal Aviation
Administration/United States of America

é’wam (Manufacturer): Piper Aircraft, Inc.
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(with the following Supplemental Type Certificates) :

lususoauy emMsUisuwlasiuuiionn MeuTioan/Usuine
AULNULALLAYT (Description of the Type Design Change) (the issuing Authority /
(STC No.) The State of Design)
SA3197S0 Installation of replacement of the FAA/USA

nose gear scissors link with a link

that may be disconnected for
ground handling.

SA00202SE Installation of the Super Chieftain | FAA/USA

landing weight increase kit.
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as effective as the Type Certificate and Supplemental Type Certificate issued under the Air
Navigation Act B.E. 2497, in order to be used in application for certificate of airworthiness

for the aircraft registered in Thailand, according to Section 41/14 of the Air Navigation Act
B.E. 2497, amended by the Air Navigation Act (No.11) B.E. 2551.
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